
 

  

STA logger 
Catalogue and order form 



 

Thank you for your interest in the STA system and for being 
part of a growing community that’s driving the future of 
land management. 

The STA logger isn’t just a product; it’s a response to a 
sector that’s been underserved for too long. We believe 
environmental and land management professionals 
deserve tools that are as capable, efficient, and future-
focused as the work they do. That’s why we created the STA 
logger: to simplify the way fieldwork is captured, shared, 
and reported, and to give organisations a smarter, more 
connected way of working. 

The fact that you're reading this suggests something 
important: you're not content with "how it’s always been 
done." You're looking ahead. And in doing so, you're joining 
a wave of practitioners who are modernising their 
operations, winning the confidence of clients and funders, 
and delivering better results on the ground. 

We’re a small, proudly Australian company, and we’re 
genuinely grateful for the opportunity to work alongside 
people who care deeply about their impact. Your interest in 
this technology helps us keep designing, building, and 
supporting tools that matter. 

We’re excited to show you what the STA system can do. 

Regards, 

Harley Schinagl 

Director, TerraLab 

www.terralabgis.com 
www.stalogger.com 

http://www.terralabgis.com/
http://www.stalogger.com/
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Overview  
 

Thank you for your interest in the STA system – the most efficient way to monitor and analyse data 
from your teams and projects. 

The STA logger easily attaches to your existing land management equipment and records activity 
throughout the day. When charging the device at day’s end, it automatically uploads data to the 
cloud via your WiFi network. The data is then processed and made available through user-friendly 
web and mobile applications for viewing, analysis, and reporting. 

Maximise the value of the logger by moving it between different tools as needed. Use it on a 
backpack sprayer one day, then transfer it to a high-volume sprayer the next. It’s also compatible 
with tree planting tools and boom sprayers, offering exceptional flexibility across tasks and 
equipment. 

Each STA device includes a custom-designed GPS unit, purpose-built fittings and attachments, 
and access to our cloud-based data processing and hosting service. With your purchase, you’ll 
receive all the core components needed to get started, along with 12 months of data processing. 
All you need to provide is your land management equipment and a WiFi connection. 

On the following pages, you’ll find detailed descriptions of each component, the terms of use, 
and an order form. Simply return the completed form to TerraLab, and your STA Loggers will be 
on their way. 
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Choose your STA device  
 

For a STA device to work, you need three things. The device itself, a way of triggering it (an 
attachment) and a subscription. 

We’ll start with the STA device. The device is the brains of the system and is where the data is 
stored. We have three different devices to choose from, and while they’re all versatile and can be 
used in a range of situations, each one has a price point and is optimised for certain activities.  

 

 

STA logger 
Affordable solution for backpack spraying, high-volume spraying, 
booms, or when size is less of a concern. 
 
The STA logger has no buttons or fittings to keep operation simple. However, we have an 
assortment of attachments that you can fit to the device to increase functionality. For the device to 
work, you need to connect an appropriate attachment for the port at the bottom (paying close 
attention to ensure the white marks on the attachment and the port are lined up). The device will 
wake up and begin mapping when the attachment is triggered. 

• Light grey polycarbonate, IP65 case (dust/hose proof) 
• IP67 connector 
• WiFi 802.11g/b/n 2.4 GHz 
• 2200mAh Lithium Ion battery (max 2350mAh) 
• Front facing OLED (128x64 pixel) 
• USB A charge cable (approximate charge time from empty is 8 hours) 
• GNSS services: GPS, GLONASS, Galileo, BDS, QZSS, SBAS (where available) 
• Recommended operating temperature: -20°C – 40°C 
• Charging temperature: 0°C – 40°C (should never be charged in extreme temps) 
• Storage temperature: -20°C – 50°C 
• Charging cable included. 

 

 

STA explorer 
Smaller, lighter and more powerful. A versatile solution for all 
applications including tree planting. 
 
The STA explorer has a mapping button, and 3-way switch integrated into the body to assist in 
mapping and categorising data. Mount it on the supplied ‘sled’ to fit it to backpack sprayers or tree 
planting tools or supply strap it to your high-volume sprayer. It also includes hardware that detects 
the movement from tree planting activities. For the device to work, you need one of the following 1. 
Connect an appropriate attachment (as described for the STA logger above), 2. Use the button on 
the side for mapping, or 3. Move the device in a manner that mimics digging a hole for a tree (a 
downward drop before a sudden stop).  

• MJF PA12 Nylon 
• IP67 connector and USB C charging port 
• WiFi 802.11g/b/n 2.4 GHz 
• 2200mAh Lithium Ion battery (max 2350mAh) 
• Front facing OLED (128x32 pixel 
• 1 metre USB A to C charge cable (approximate charge time from empty is 8 hours) 
• GNSS services: GPS, GLONASS, Galileo, BDS, QZSS, SBAS (where available) 
• Recommended operating temperature: -20°C – 40°C 
• Charging temperature: 0°C – 40°C (should never be charged in extreme temps) 
• Storage temperature: -20°C – 50°C 
• Mounting sled included 
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STA explorer high-accuracy 
When position accuracy matters. Capable of centimetre level accuracy 
with post-processing. Perfect for forestry applications. 
 
The STA explorer high-accuracy works the same way as the STA explorer described above. 
However, it also includes a GPS and antenna capable of recording position data with high 
accuracy. This workflow requires post-processing (by the user).  

• Specs are the same as the STA explorer 
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Triggers and attachments  
 

The STA device works in one of three ways: 

1. It is triggered by an attachment that is connected to your tool. For example, an 
attachment on your sprayer trigger or a switch on your boom sprayer. 

2. It is triggered by movement when you plant a tree. For example, when fitted on a shovel, 
it will record when the shovel hits the ground hard. 

3. The integrated button on the side of the STA explorer device is pressed.  

What trigger or attachment you need depends on your use case.  

 

 

 

Backpack  spraying  
 

For backpack spraying, STA devices are fitted to the spray tank. 
It in its position by 4-6 mm marine grade shock cord loops 
(included) which fit over the lid and under the diaphragm. 

On most models, a trigger mechanism is fitted to the sprayer 
handle and a cord then runs down the sprayer hose to the STA 
device. To allow easy fitting and removal, the switch 
attachment is fitted using zip ties and can be further secured to 
the spray hose to avoid being snagged. By default, all attachments are for right-handed 
operation.  

Parts are made from MJF PA12 Nylon, with 304 stainless steel hardware (screws and springs). 
Connectors are IP67, and standard cable length to the attachment is 1600 mm leaving enough 
length to run from the STA device to the spray handle (the length can be customised upon 
request).  

 

 

  

Pro tip: In many cases you can buy multiple 
triggers and attachments and simply swap 

your STA device between your tools! 
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Supported backpack sprayer handles  
 

  

  
  

Don’t see your brand or 
model listed? 

  
Get in touch to discuss 

custom options. 
 

  

SOLO SHUT OFF VALVE ATTACHMENT 

 

 

 

 

 

 

 

Includes 3-way switch 

TEEJET ATTACHMENT 

 

 

 

 

 

 

Does not include 3-way switch 

 

STIHL SGA85 

 

 

 

 

 

 

 
Includes 3-way switch 

 

MILWAUKEE M18 

 

 

 

 

 

 

This part is installed inside the tank and is 
electronically triggered. Does not include 3-way 
switch.  

Picture not available 
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rom MJF PA12 Nylon. 
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High - volume  
 

STA devices also work for high-volume applications such as vehicle mounted spray units, ATV’s 
and UTV’s. In this case, the STA device is fixed to the spray hose or on the trigger guard of the 
applicator. How it fits depends on which STA device you have.  

For the STA logger, the device can be connected to the hose, or the trigger guard via a mount 
(included). A separable 3-way rocker switch (included) is fitted to the device to allow the 
categorisation of weeds. 

For the STA explorer, the 3-way switch is integrated into the device.  

A short cord connects the STA device to a trigger mechanism which is fitted to the sprayer. To 
allow easy fitting and removal, the trigger attachment is fitted using zip ties.  

 

Supported high - volume handles  

 

TURBO400  ATTACHMENT  

Includes trigger mechanism designed to fit in the groove behind the trigger 
of the Turbo400 applicator. A short cable connects it to the separate 3-way 
rocker switch and GPS unit which can be mounted on the hose or trigger 
guard (one mounting option included).  

• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware (screws and springs). 
• IP67 connector. 
• 300-350mm cable (can be customised upon request). 

Turb400 applicator not included. 

 

 

HUDSON 38505  GES HEAVY DUTY SPRAY GUN  ATTACHMENT  

Includes trigger mechanism designed to fit behind the trigger of the Hudson 
applicator. A short cable connects it to the separate 3-way rocker switch 
and GPS unit which can be mounted on the hose (hose mount option 
included – trigger guard mount unavailable for this model).  

• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware (screws and springs). 
• IP67 connector. 
• 300-350mm cable (can be customised upon request). 

Hudson applicator not included. 
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TEEJET AAB30L  ATTACHMENT  

Includes trigger mechanism designed to fit above the trigger of the TeeJet 
applicator. The mechanism is actuated by a stainless steel connector 
which attaches to the TeeJet trigger. A short cable connects it to the 
separate 3-way rocker switch and GPS unit which can be mounted on the 
hose (hose mount option included – trigger guard mount unavailable for 
this model).  

• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware (screws and springs). 
• IP67 connector. 
• 300-350mm cable (can be customised upon request). 

TeeJet applicator not included. 

 

 

 

TT I  POWERJET ATTACHMENT  

Includes trigger mechanism designed to fit above the trigger of the TTi 
applicator. The mechanism is actuated by the movement of the trigger. A 
short cable connects it to the GPS unit which can be mounted on top of the 
sprayer (not pictured).  

• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware (screws and springs). 
• IP67 connector. 
• 300-350mm cable (can be customised upon request). 

TTi applicator not included. 
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High - volume STA device  attachment options  
 

 

HOSE MOUNT  

Clamp set designed to attach the STA logger to the hose immediately below 
the spray gun. 

• Clamps for fitting to Supaslip 3/8 hose. 
• Made from MJF PA12 Nylon. 
• Neoprene foam insert to reduce slipping. 
• 304 stainless steel hardware. 

 

 

TRIGGER GUARD MOUNT  

Clamp and click set designed to attach the STA logger to the trigger guard. 

• For fitting to Turbo400 spray applicators. 
• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware. 

 

 

 

S ILICONE STRAPS  

Silicone straps used to fit the STA explorer to the trigger guard.  

• For fitting to spray applicators. 
• Made from silicone 
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Boom sprayers  
 

You can use STA devices on your boom sprayer. We customise the software to match the width 
of your boom, and it can be wired to record left side, right side, or both, being sprayed.  

For a boom spraying setup, we can supply a cable that can be fitted to your boom switching 
system. You will need the expertise at your end to wire it in. As ever, you can use the same device 
for all your needs.  

 

Mapping  
 

Take the same STA device you use for spraying and use it for all your other mapping needs. No 
additional subscription requirements whatsoever and all the data will end up in the same place! 

For the STA logger, you will need the mapping attachments, but the STA explorer has integrated 
switches making it a standalone unit.  

 

Tree Planting  
 

STA devices can be used to map trees as you plant.  

With the STA logger, this can be achieved by using a mapping mount and a mapping switch for 
push button recording of your plants. But it is the STA explorer that dominates the tree planting 
workflow! 

The STA explorer will automatically detect tree planting actions and beep when your tree planting 
tool hits the ground hard. If you hit a rock and need to do another hole, no worries. Strike your 
shovel again and the software will clean up the false planting. If the device fails to detect a 
planting, you can press the button on the side.  

The STA explorer high-accuracy variant also has the ability to obtain positional accuracies of a 
few centimetres. The device records additional data files that can be used in a post-processed 
kinematic (PPK) workflow. This requires a nearby base station to be available and for you to have 
the expertise to complete a PPK workflow. The distance to the base station (baseline) and quality 
of the data coming from the base station will impact the accuracy of the final post-processed 
data.  

Consider fitting a STA explorer to your shovel, Hamilton, Dibble Bar, or Pottiputki. 
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STA  EXPLORER FOR TREE PLANTING  

The same STA explorer that you use for spraying can be fitted to tree planting tools. It 
can be fitted directly to the planter, or can use the mounting sled which improves its 
functionality. How you fit it to your tool varies based on your tool type and the level of 
rigidity you need. Consider worm drive clamps or large zip ties. 

• Made from MJF PA12 Nylon. 
• Includes mounting sled. 
• 304 stainless steel hardware (screws). 
• IP67 connector and USB C charging port. 
• Weather cover on selector switch. 
 

Shovel not included. 

 

 

 

 

 

STA  LOGGER TREE PLANTER MOUNT  

Includes mount for tubes and poles of varying diameters to support the STA logger. 
Also includes a 3-way rocker switch with a weather cover and mapping button on the 
top.  A cable connects the mapping button to the GPS unit.  

• Made from MJF PA12 Nylon. 
• 304 stainless steel hardware (screws). 
• IP67 connector. 
• Weather cover 
• 200mm cable (can be customised upon request). 

Tree Planter not included. 
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Replacement and Spare Parts  
 

Supported handles 

Solo shut-off valve 
attachment 

 

Required for backpack 
applications using the Solo 
shutoff valve. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• Integrated 3-way rocker switch. 
• IP67 connector. 
• 1700 mm cable*. 

Stihl SGA 85 

 

Required for backpack 
applications using the Stihl 
SGA 85. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• Integrated 3-way rocker switch. 
• IP67 connector. 
• 1600 mm cable*. 

TTi Inter Evo No picture available 
 
Coming soon 
 

 

Milwaukee M18 

 

Required for backpack 
applications using the 
Milwaukee M18 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 1600 mm cable*. 

Turbo400 
attachment 

 

Required for high-volume 
applications using the 
Turbo400 spray applicator. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 300 mm cable*. 

Hudson 38505 Ges 
Heavy Duty spray 
gun attachment 

 

Required for high-volume 
applications using the Hudson 
38505 spray applicator. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 300 mm cable*. 

TeeJet AAB30L 
attachment 

 

Required for backpack or high-
volume applications using the 
TeeJet AAB30L spray 
applicator. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 300 mm cable*. 

TTi PowerJet 

 

Required for high-volume 
applications using the TTi 
PowerJet spray applicator. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 300 mm cable*. 

STA logger 3-way 
selector switch  

 

Optional attachment that is 
used to categorise data when 
using high-volume applications 
(without it, all data will be one 
category). 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 200 mm cable*. 

STA logger 
Mapping switch 

 

Required for tree planting 
mapping or stand along 
mapping situations. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 
• IP67 connector. 
• 200 mm cable*. 
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Fittings    

Hose mount  
(set of 2) 

 

Required to fit STA loggers to 
3/8 hoses found on many high-
volume spray units.  

• Clamps for fitting to Supaslip 3/8 hose. 
• Made from MJF PA12 Nylon^. 
• Neoprene foam insert to reduce 

slipping. 
• 304 stainless steel hardware. 

Trigger guard 
mount 

 

Required to fit STA loggers to 
Turbo400 spray applicator 
trigger guards. Can not be used 
with other handle types. 

• For fitting to Turbo400 spray applicators. 
• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware.  

Tree Planter/ 
Mapping mount  

Required to fit STA logger to 
mechanical tree planters or 
mapping poles. 

• For fitting to tree planters or mapping 
poles. 

• Made from MJF PA12 Nylon^. 
• 304 stainless steel hardware. 

STA explorer sled Not pictured 
Required to fit the STA explorer 
to a backpack sprayer. 
Recommended for fitting to 
planting tools. 

• For fitting to backpack sprayers. 
• Made from MJF PA12 Nylon^. 

STA explorer 
silicone straps  

Required for the STA explorer 
• Silicone. 
• 90 mm. 
• Multiple anchoring lengths. 

Backpack fixings Not pictured Required to fit to STA loggers to 
backpacks of many shapes.  

• Black 6 mm, marine grade shock cord 
loops (1x 600 mm, 1x 900 mm length). 

• x2 stainless steel snap hooks (STA 
logger only) 

 

 

 

Cables    

USB C cable 

 

Required for charging and 
uploading the STA explorer 

• USB A to USB C cable. 
• 1000 mm cable. 

Charging cable 

 

Required for charging and 
upload the STA logger 

• IP67 connector. 
• 900 mm cable. 

Configuration 
cable 

 

Required to change the settings 
of the STA loggers. Is not for 
charging or upload. 

• IP67 connector. 
• 900 mm cable. 
• Yellow shrink wrap to differentiate it 

from charging cable. 

 
*Actual cable lengths can vary slightly. 
^Old stock or rush orders may use Black ABS.  
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The Data Service  
 

An essential part of the STA system is the automated data processing and hosting service. This 
service is required for your STA device to function and is maintained through an annual 
subscription. 

We offer three subscription tiers so that you only pay for what you need: 

• STANDARD – Perfect for weed control contractors, small teams and those looking to 
manage costs. You can view data in the browser, view in desktop GIS, report herbicide 
information, export data and publish basic maps. 

• PLUS – For tree planters, government organisations, larger teams and those with in-
house analytical abilities. You can do everything a Standard subscriber can, plus you get 
2 years of data in your portal, can view data in Field Maps, you get detailed point data, 
and you can explore additional integration options. 

• HIGH-ACCURACY – For users of the STA Explorer high-accuracy device to get up to 
centimetre level accuracy on the points that are recorded (depending on availability of 
suitable base station network). 

 

 

 

 

 

How the STA service works: 

• When you work, data is recorded on the device meaning you don’t need to worry about 
cell service.  

• After completing your field work, simply place the STA device on charge within range of 
its designated 2.4 GHz WiFi network.  

• The device automatically uploads data to our servers, where it is processed according to 
your configured settings. 

• The processed data becomes available through our secure online portal, accessible via 
any web browser or mobile device. 

• Data in your layer is archived after 1 year (STANDARD) or 2 years (other subscription tiers). 
After that time it is still available for download in your data archive.  

  

The first 12 months of the STANDARD subscription is 
included with your STA device purchase. 
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SUBSCRIPTION MATRIX 

 

FEATURE STANDARD PLUS HIGH-ACCURACY 
1x STA logger user license** ✔ ✔ ✔ 
Data includes spray zones ✔ ✔ ✔ 
Data includes tracklogs ✔ ✔ ✔ 
Data includes all point data  ✔ ✔ 
Spray zones contain coordinates ✔ ✔ ✔ 
Enrich data with project and herbicide reports ✔ ✔ ✔ 
Filter data by date using the time slider ✔ ✔ ✔ 
Add other data sources such as GPS files ✔ ✔ ✔ 
View charts on the area of spray treated ✔ ✔ ✔ 
Email support ✔ ✔ ✔ 
Private access to web app ✔ ✔ ✔ 
Publish maps from web app ✔ ✔ ✔ 
Access to data archive ✔ ✔ ✔ 
Query data ✔ ✔ ✔ 
Export data via web app ✔ ✔ ✔ 
Years of data in live layer 1 2 2 
Access data via REST Services Directory ✔ ✔ ✔ 
Integrate into desktop GIS ✔ ✔ ✔ 
Export to other formats using desktop GIS ✔ ✔ ✔ 
View data in Field Maps  ✔ ✔ 
Other integrations (Enterprise, GeoEvent Server)   ✔ 
Access to high-accuracy files for post processing*  ✔ ✔ 
Automated post processing of high-accuracy files *^   ✔ 

 
* Requires high-accuracy STA Explorer 
** If you need more than one login, additional logins can be purchased. 
^ Coming soon 
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STA logger Order Form and 
Agreement  
O 

By completing the order form, you agree to the Terms of Use (overleaf)  

CUSTOMER DETAILS  

ORGANISATION  
 

CONTACT PERSONS NAME 
 
 

CONTACT PERSONS POSITION 
 
 

CONTACT PERSONS PHONE NUMBER 
 
 

CONTACT PERSONS EMAIL ADDRESS 
 
 
 

POSTAL ADDRESS TO SEND THE PRODUCTS 

 

Billing details  

Only f il l  in the details that  differ from  the details above.  

PAYMENT DETAILS  

PREFERRED PAYMEN OPTION 
☐ Bank Transfer 
☐ Credit Card 

ORGANISATION 
 
 

BILLING PERSONS NAME 
 
 

BILLING PERSONS POSITION 
 
 

BILLING PERSONS PHONE NUMBER 
 
 

BILLING PERSONS EMAIL ADDRESS 
 
 

PURCHASE ORDER NUMBER 
 
 

POSTAL ADDRESS 
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BACKPACK ORDER DETAILS 

ORDER DETAILS    
ITEM Description Qty Unit price 

STA LOGGER 
BACKPACK 

STA logger with backpack straps and charging 
cable.  $ 1,090.00 

STA EXPLORER 
BACKPACK 

STA explorer with mounting sled, backpack 
straps and charging cable.  $ 1,360.00 

SELECT THE FITTINGS YOU REQUIRE (SELECT ONE) 

BACKPACK – SOLO Solo shutoff valve attachment with integrated selector switch. ☐ 

BACKPACK – TEEJET TeeJet AA30 attachment.  
Selector switch unavailable for this model. ☐ 

BACKPACK – STIHL Stihl SGA 85 attachment and integrated selector switch. ☐ 

BACKPACK – MILWAUKEE Milwaukee M18 switch mechanism (for internal installation). ☐ 

BACKPACK – TTI INTER EVO TTi Inter Evo attachment and integrated selector switch. ☐ 

 

HIGH-VOLUME SPRAYER ORDER DETAILS 

ORDER DETAILS    
ITEM Description Qty Unit price 

STA LOGGER 
HIGH-VOLUME 

STA logger and charging cable.  $ 1,360.00 

STA EXPLORER 
HIGH-VOLUME 

STA explorer with mounting sled, backpack 
straps and charging cable.  $ 1,360.00 

SELECT THE FITTINGS YOU REQUIRE (SELECT ONE) 

HIGH-VOLUME – 
TURBO400 

Turbo400 trigger attachment. 
STA logger comes with separate selector switch and trigger 

guard mount. STA explorer attaches via silicone straps. 
☐ 

HIGH-VOLUME – TEEJET 
TeeJet AA30 trigger attachment. 

STA logger comes with separate selector switch and hose 
mount. STA explorer attaches via silicone straps. 

☐ 

HIGH-VOLUME – HUDSON 
Hudson trigger attachment 

STA logger comes with separate selector switch and hose 
mount. Not recommended with STA explorer. 

☐ 

BACKPACK – TTI 
POWERJET 

TTi PowerJet attachment.  
STA logger comes with separate selector switch and hose 

mount. STA explorer attaches via silicone straps. 
☐ 
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TREE PLANTER ORDER DETAILS 

ORDER DETAILS    
ITEM Description Qty Unit price 

STA LOGGER 
TREE PLANTER/MAPPING 
ATTACHMENT 

STA logger with multi-diameter tube/pole 
mount, 3-way mapping switch and charging 

cable. 
 $ 1,360.00 

STA EXPLORER STA explorer with mounting sled, backpack 
straps and charging cable.  $ 1,360.00 

STA EXPLORER 
HIGH-ACCURACY 

STA explorer high-accuracy with mounting sled, 
backpack straps and charging cable.  $ 1,950.00 

 

SUBSCRIPTION NOMINATION 

SUBSCRIPTION (SELECT ONE) 

STANDARD Per year, per device.  
First 12 months included with your purchase. ☐ $ 365.00 

PLUS 
Per year, per device.  

Required for tree planting tracking. 
Add $85 per device for the first 12 months. 

☐ $ 450.00 

HIGH-ACCURACY  ☐ 
Not Yet  

Available 

 

FINAL STEPS 

FINAL STEPS 

STA LOGGER CONFIG 
CABLE 

STA logger devices require at least one config cable to 
access the device settings. Not required for STA 

explorer. 
 $ 30.00 

SHIPPING Don’t forget to include shipping in your budget. This will be applied to your invoice. 

ADDITIONAL ORDER 
NOTES 
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REPLACEMENT PARTS    
ITEM Qty Unit price 

PARTS 
STA LOGGER CONFIG CABLE* 

 $ 30.00 

PARTS 
STA LOGGER CHARGING CABLE 

 $ 30.00 

PARTS 
STA LOGGER | STA EXPLORER | STA EXPLORER HIGH-ACCURACY 

 Contact us 

PARTS 
STA EXPLORER SLED 

 $ 50.00 

PARTS 
SOLO ATTACHMENT 

 $ 150.00 

PARTS 
STIHL SGA 85 

 $ 150.00 

PARTS 
MILWAUKEE M18 

 $ 120.00 

PARTS 
TEEJET AA30 ATTACHMENT 

 $ 150.00 

PARTS 
TTI INTER EVO ATTACHMENT 

 $ 150.00 

PARTS 
TURBO 400 TRIGGER ATTACHMENT 

 $ 150.00 

PARTS 
HUDSON 38505 GES HEAVY DUTY SPRAY GUN ATTACHMENT 

 $ 150.00 

PARTS 
TTI POWERJET ATTACHMENT 

 $ 150.00 

PARTS 
STA LOGGER 3-WAY SELECTOR SWITCH 

 $ 150.00 

PARTS 
BACKPACK STRAPS 

 $ 30.00 

PARTS 
STA LOGGER TREE PLANTER/MAPPING MOUNT 

 $ 150.00 

PARTS 
STA LOGGERMAPPING SWITCH/BUTTON 

 $ 200.00 

PARTS 
STA LOGGER TURBO 400 TRIGGER GUARD MOUNT 

 $ 100.00 

PARTS 
HIGH-VOLUME HOSE MOUNT 

 $ 100.00 

*All STA loggers come with one charging cable per unit. For STA loggers, at least one config cable is required to be 
purchased separately. If the quantity is blank or ‘0’, one config cable will be added to the order automatically. 

All prices stated are AUD and exclusive of GST. Domestic invoices will have GST (+10%) applied. 
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Terms of Use  
 
Please read these Terms and Conditions (“Terms”) carefully before using the STA Logger (the “Logger” or “Device”) and the related 
subscription-based service (the “Service” or “Subscription”) provided by TerraLab Pty Ltd (“TerraLab”, “we”, “us”, or “our”). 
 
Your use of the Device and access to the Service are subject to your full acceptance of, and ongoing compliance with, these Terms 
and the accompanying Product and Safety Instructions. By using the Device and/or Service, you acknowledge and agree to be 
legally bound by these Terms. If you do not agree, you must not use the Device or Service. 
 
If you are entering into these Terms on behalf of a business or legal entity, you represent and warrant that you have authority to bind 
that entity. “You” and “your” will refer to that entity accordingly. 
 

1. Device and Service 
1.1 License to use 

By maintaining a subscription and subject to your compliance with these Terms, TerraLab grants you a limited, non-exclusive, non-
transferable license, without the right to sub-license to access and use the Service. You may access, use, view and print content 
produced by the Device and Service. You will not use, copy, adapt, modify, prepare derivative works based upon, distribute, license, 
sell, transfer, publicly display, publicly perform, transmit, stream, broadcast or otherwise exploit the Service or Device, except as 
expressly permitted in these Terms. No licenses or rights are granted to you by implication or otherwise under any intellectual 
property rights owned or controlled by TerraLab or its licensors, except for the licenses and rights expressly granted in these Terms. 

1.2 Intellectual Property 
All intellectual property rights in the Device, Service, software, designs, and related materials are owned by or licensed to TerraLab. 
Nothing in these Terms grants you any rights or interest in such intellectual property, except as explicitly provided. 

2. Payment and Subscription 
2.1 Payment Terms 

Invoices for Devices and Service fees must be paid as soon as they are due. Failure to pay will result in suspension or termination of 
access to the Service. The Device cannot function without an active, paid Subscription. 

2.2 Subscription Model 
The Service is provided on a recurring subscription basis. Fees are billed annually or as otherwise agreed in writing. Subscription fees 
are non-refundable except where required by law. 

2.3 Service Cancellation and Termination 
You may cancel your Subscription at any time by notifying TerraLab in writing. Subscriptions will also be automatically ended if 
renewal invoices remain unpaid. There are no cancellation fees. Upon cancellation or termination: 
All outstanding amounts become immediately due; 

• Prepaid fees are forfeited; 
• Your license and access to the Device and Service terminate immediately; 
• Access to your data via the Service will end at the same time. 

TerraLab reserves the right to suspend, restrict, or terminate your access to the Device or Service immediately, without notice, for 
any breach of these Terms or where required to comply with legal obligations. TerraLab may discontinue the Service or any part of it 
at any time, with reasonable notice. 

3. Data Use and Privacy 
3.1 Data Ownership and Access 

You retain ownership of your raw data. By using the Service, you grant TerraLab a worldwide, non-exclusive license to process, store, 
manage, and analyse data for the purpose of providing and improving the Service. TerraLab reserves the right to modify, restrict, or 
remove access to data in response to misuse, breach, or non-payment. 

4. Data Storage and Jurisdiction 
Your data may be stored or transmitted through third-party services located outside Australia. TerraLab makes no guarantee that 
data will remain within any specific jurisdiction. 
If you have specific data sovereignty requirements (for example, a requirement that data be stored on servers located within 
Australia), TerraLab can provide on-shore storage arrangements upon request. Additional fees or terms may apply to such 
arrangements and must be agreed in writing prior to implementation. 

4.1 Privacy and Third Parties 
Use of the Service may involve sharing limited personal or operational information with trusted third-party providers. TerraLab will 
take reasonable steps to ensure compliance with applicable privacy laws but is not liable for third-party misuse beyond its control. 

4.2 Analytics and Monitoring 
TerraLab may analyse usage patterns (e.g., device activity, location, duration, frequency) to improve system performance and user 
experience. This may include aggregated, anonymised insights used for development or service enhancement. 

5. Data Integrity and Loss 
By using the Device and Service, you accept that data corruption, interruption, or loss may occur and acknowledge that TerraLab is 
not liable for such loss unless caused by gross negligence. You are responsible for verifying and backing up your data as required. 

6. Device Use and Restrictions 
The Device may only be used with a valid and active Subscription. Tampering with hardware or software, or attempting to intercept or 
manipulate transmitted data, constitutes a breach of these Terms. Access to the Service or Device outputs is strictly controlled and 
may not be reverse engineered or exploited. 

7. Third-Party Dependencies 
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The Device and Service may rely on third-party hardware, software, or hosting infrastructure. TerraLab is not liable for disruptions, 
failures, or compatibility issues resulting from third-party changes or faults, including discontinuation or degradation of services not 
controlled by TerraLab. 

8. Indemnification 
To the fullest extent permitted by law, you agree to indemnify and hold harmless TerraLab, its officers, employees, and affiliates from 
any claim, liability, loss, or expense arising out of or in connection with your use or misuse of the Device or Service, or breach of these 
Terms. 

9. General Conduct and Acceptable Use 
You must not misuse the Device or Service. Prohibited conduct includes, but is not limited to: 

• Violating intellectual property rights; 
• Attempting unauthorised access or disruption; 
• Circumventing security controls; 
• Using the Service for unlawful, harmful, or misleading activities; 
• Transmitting viruses or interfering with Service operations; 
• Reverse engineering or copying the software; 
• Harassing, impersonating, or collecting data from others without consent. 

TerraLab reserves the right to investigate, suspend, or report any misuse, and may involve law enforcement where appropriate. 
10. Amendments to Terms 

We may update these Terms and pricing from time to time. Any material changes will be communicated to you in writing. Continued 
use of the Device or Service after updates constitutes acceptance of the revised Terms. 

11. Limitation of Liability 
To the maximum extent permitted by law, TerraLab disclaims all liability for loss, damage, or injury arising from use of the Device or 
Service. Our total liability for any claim arising out of or relating to these Terms is limited to the amount paid by you for the Service in 
the 12 months prior to the event giving rise to the claim. 

12. Repairs, Breakages and Wear and Tear 
TerraLab warrants that Devices are free from defects in materials and workmanship at the time of supply. TerraLab will repair or 
replace Devices with genuine defects covered under warranty. 
Damage caused by accidents, misuse, neglect, unauthorised modifications, or failure to follow the Product and Safety Instructions 
is not covered. 
Breakages and deterioration due to general wear and tear, including consumables or components subject to normal use and aging, 
will not be repaired or replaced free of charge. 
You remain responsible for maintaining the Device in proper working order and covering the cost of repairs or replacements outside 
the scope of warranty. 
 
 
Contact 
TerraLab Pty Ltd 
ACN: 631 535 496 
support@TerraLabGIS.com 

 

  

mailto:support@TerraLabGIS.com
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Important product and safety instructions 
 
By using this product, you acknowledge that you have read and agree to our Terms of Use.  
 
Warning: Failure to properly set up, use and care for this product can increase the risk of serious injury, death, property damage, or 
damage to the product or related accessories. Exercise caution when using the Device. If you have any uncertainty about the proper 
set up and use of the device, please contact TerraLab. 
 

1. Read these instructions. 
2. Keep these instructions.  
3. Heed all warnings.  
4. Follow all instructions.  
5. Do not block any ventilation openings.  
6. Protect all cords from being walked on or pinched particularly at plugs, convenience receptacles, and the point where 

they exit from the apparatus.  
7. Only use attachments and accessories supplied or recommended by TerraLab Pty Ltd.  
8. Unplug this apparatus during lightning storms or when unused for long periods of time.  
9. Refer all servicing to qualified services personnel. Servicing is required when the apparatus has been damaged in any 

way, such as when the plug is damaged, liquid has been spilled or objects have fallen into the apparatus, or the 
apparatus does not operate normally or has been dropped. 

 
Warning: Failure to take the following precautions can result in serious injury or death from electric shock, fire, or damage to your 
Device or powered accessories. 
 

• Do not open the casing, drop, disassemble, open, crush, bend, deform, puncture, shred, microwave, incinerate or paint 
the Device or powered accessories.  

• Do not insert foreign objects into any opening on the Device, such as the USB port.  

• Do not use the Device if it has been damaged—for example, if cracked, punctured or harmed by water. Disassembling or 
puncturing the battery (whether integrated or removable) can cause an explosion or fire.  

• Do not dry the Device with an external heat source such as a microwave oven or hair dryer.  
• Do not place naked flame sources, such as lighted candles, on or near the Device. 

• When charging the Device, do not handle the plug or charger with wet hands. Failure to observe this precaution could 
result in electric shock.  

• Using a wall charger other than supplied or recommended can damage the Device battery and could result in fire or 
leakage. Use this product only with an agency approved power supply which meets local regulatory requirements. 

• Do not expose products containing batteries to excessive heat (e.g. from storage in direct sunlight, fire or the like). 
 
CAUTION: Radio frequency emissions from electronic equipment can negatively affect the operation of other electronic equipment, 
causing it to malfunction. The wireless transmitters and electrical circuits in your Device may cause interference in other electronic 
equipment. When using the Device near another device, read that device’s user guide for any safety instructions. Power your Device 
off whenever it is forbidden to use it or when it may cause interference.  
 
NOTICES: Avoid exposing your Device or battery to very cold or very hot temperatures. Low or high temperature conditions may 
shorten the battery life or cause the Device to temporarily stop working properly.  
 
BATTERY SAFETY  
 
WARNING: The following precautions apply to all products that use rechargeable batteries, including lithium polymer. Improper 
battery use may result in serious injury, death, property damage, or damage to the product or related accessories as a result of battery 
fluid leakage, fire, overheating, or explosion. Released battery fluid is corrosive and may be toxic. It can cause skin and eye burns and 
is harmful if swallowed. If a battery leaks, remove all batteries by reversing the installation steps provided for this product, being 
careful to keep the leaked fluid from touching your skin or clothes. If fluid from the battery contacts skin or clothes, flush skin with 
water immediately. Before inserting new batteries, thoroughly clean the battery compartment with a dry cloth. To reduce the risk of 
injury and proper performance of your battery:  

• Keep batteries out of the reach of children.  

• Do not dismantle, open or shred battery pack or cells.  
• Do not short-circuit the battery. Do not store batteries in a box or drawer where they may short-circuit each other or be 

short-circuited by other metal objects.  

• Do not subject batteries to mechanical shock.  

• Observe the plus (+) and minus (-) marks on the battery and equipment and ensure correct use.  
• Do not use any battery pack or cell which is not designed for use with the product.  

• Do not mix cells of different manufacture, capacity, size or type within a device.  

• Keep batteries clean and dry.  
• Wipe the battery terminals with a clean dry cloth if they become dirty.  
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• Batteries need to be charged before use. Always use the correct charger and refer to the manufacturer’s instructions or 
equipment manual for proper charging instructions.  

• Do not leave a battery on prolonged charge when not in use.  
• Batteries give their best performance when they are operated at normal room temperature 20°C ± 5°C.  

• When possible, remove the battery from the equipment when not in use.  
 
LIMITED WARRANTY 
 
The benefits given by the limited warranty are in addition to other rights and remedies available to you. Our goods come with 
guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement or refund for a major 
failure and to compensation for any other reasonably foreseeable loss or damage. You are also entitled to have the product repaired 
or replaced if it fails to be of acceptable quality and the failure does not amount to a major failure. 
 
Please dispose of used batteries properly, following local regulations. Do not incinerate.  
 
According to local laws and regulations your product should be disposed of separately from household waste. When this product 
reaches its end of life, take it to a collection point designated by local authorities. Some collection points accept products for free. 
The separate collection and recycling of your product at the time of disposal will help conserve natural resources and ensure that it 
is recycled in a manner that protects human health and the environment. 
 

 

 

STA logger by TerraLab Pty Ltd.  
FCC ID: 2AHMR-ESP12F 
IC: 23236-ESP12F 
Power: USB 5V 500 mA max 
Contains Li0Ion battery 3.6V 2350mAh 
 
STA explorer by TerraLab Pty Ltd.  
FCC ID: 2AC7Z-ESPS3MINI1 
IC: 21098-ESPS3MINI1 
Power: USB 5V 500 mA max 
Contains Li0Ion battery 3.6V 2350mAh 
 
RCM | CE | URSEC | Class B device 
Made in Australia 

   
 

 

 



 

 

 


